


¢.  ERTS must be reported for all exceedances to turbidity and pH; or a
sheen in the river or adjacent to generators or fuel-containing equipment and sheen is seen in flowing water or if
found on standing water in the construction zone.

d.  Allreporting should be as soon as possible, please remove the “within
24 hours.”

6)  Daily Turbidity Sampling Activity Site Log needs to reflect all sampling, therefore, remove “Turbidity” from
the WQMP blank example.

a. Title on data sheets provided previously must match this title/name.

b.  Location must be reflected on the form you use, and the description of work performed (as it relates to work
in the river -below ordinary high water).

c.  Description on the log sheet would be appropriate location to document presence of sheen (location may be
different than the sample point locations, and you must provide locations).

Again, thank you for the conversation and willingness to continue to provide the agencies specific details needed to
understand the work being conducted in the riverbed environment. Please let me know if you have any questions
about this email. [ look forward to reviewing your modified WQMP.

Sincerely,

Carol

Carol F. Serdar, LG

Hydropower WQ Compliance Manager and
Contaminated Construction Stormwater Inspector
WA Department of Ecology - SWRO

Water Quality Program - Watershed Resources Unit
PO Box 47775

Olympia, WA 98504-7775

360.407.6269 desk

360.742.9751 cell
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